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The 2-in-1 full kit for the Harley-Davidson® Touring Models, is a complete 
exhaust system made of AISI 304 stainless steel, consisting of headers, a 
short cone slip-on, and a black anodized aluminium end cap.
Designed by Centro Stile Zard, this full kit is for Euro 4 and Euro 5 
approved, available in satin, matte black Cerakote® and polished finish. 
The weight reduction is incredible (-9.3 kg for the Euro 4/5 approved 
version compared to the standard exhaust system) with a real increase in 
engine performance (+2.1 hp for the approved version compared to the 
standard exhaust system).
The 2-in-1 kit is compatible with the following models in the Grand American 
Touring range equipped with the Milwaukee-Eight engine from 2017 to 2024.

1800-2698/1800-2699/1800-2700/1800-2701/1801-1812/1801-1813/1801-1814/1801-1815
ARE COMPATIBLE WITH THE FOLLOWING MODELS:
ROAD GLIDE ROAD GLIDE SPECIAL STREET GLIDE ST
ROAD GLIDE LIMITED ROAD KING SPECIAL STREET GLIDE SPECIAL
ROAD GLIDE ST STREET GLIDE ULTRA LIMITED

NOTE
All Zard full kits and slip-on models 
developed for M8 engines from 2017 to 
2023 are compatible with all Touring and 
Grand American Touring motorbike models



HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-23
STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Satin
ORIGINAL WEIGHT: 15,1 kg
ZARD WEIGHT: 5,8 kg
WEIGHT SAVING: -9,3 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 24
STAINLESS STEEL  
FULL KIT 2>1 E5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Satin
ORIGINAL WEIGHT: 15,1 kg
ZARD WEIGHT: 5,8 kg
WEIGHT SAVING: -9,3 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-23
BLACK STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 15,1 kg
ZARD WEIGHT: 5,8 kg
WEIGHT SAVING: -9,3 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 24
BLACK STAINLESS STEEL  
FULL KIT 2>1 E5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 15,1 kg
ZARD WEIGHT: 5,8 kg
WEIGHT SAVING: -9,3 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-23
POLISHED STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 15,1 kg
ZARD WEIGHT: 5,8 kg
WEIGHT SAVING: -9,3 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 24
POLISHED STAINLESS STEEL  
FULL KIT 2>1 E5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 15,1 kg
ZARD WEIGHT: 5,8 kg
WEIGHT SAVING: -9,3 kg
ZARD PERFORMANCE: + 2,1 hp

1800-26981800-2720

1800-26991800-2721

1800-27001800-2722

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-23
BLACK STAINLESS STEEL FULL KIT 120TH  
WITH BRONZED END CAPE E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Bronzed aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 15,1 kg
ZARD WEIGHT: 5,8 kg
WEIGHT SAVING: -9,3 kg
ZARD PERFORMANCE: + 2,1 hp

1800-2701



HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 21-23
BLACK STAINLESS STEEL  
SLIP-ONS E5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 7,7 kg
WEIGHT SAVING: -0,3 kg
ZARD PERFORMANCE: + 2,2 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 21-23
POLISHED STAINLESS STEEL  
SLIP-ONS E5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 7,7 kg
WEIGHT SAVING: -0,3 kg
ZARD PERFORMANCE: + 2,2 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-20
BLACK STAINLESS STEEL  
SLIP-ONS E4 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 7,7 kg
WEIGHT SAVING: -0,3 kg
ZARD PERFORMANCE: + 2,2 hp

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-20
POLISHED STAINLESS STEEL  
SLIP-ONS E4 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 7,7 kg
WEIGHT SAVING: -0,3 kg
ZARD PERFORMANCE: + 2,2 hp

1801-1812 1801-1813

1801-1814 1801-1815





The 2-in-1 kit for the Harley-Davidson® Softail, is a complete exhaust 
system, made of Aisi 304 stainless steel, consisting of headers, short 
cone silencer and billet black anodized aluminum end cap.
Designed by the Centro Stile Zard, this complete kit is for Euro 4 and 
Euro 5 homologated, available in satin, matte black Cerakote® and 
polished finish. The weight savings are incredible (-4.9 kg for the Euro 
4/5 homologated compared to the standard exhaust system) with a real 
increase in engine performance (+2.1 hp for the homologated version 
compared to the standard exhaust system).
The 2-in-1 kit is compatible with the following models in the Softails range 
equipped with the Milwaukee-Eight engine from 2017 to 2024.



HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Satin
ORIGINAL WEIGHT: 10,6 kg
ZARD WEIGHT: 5,7 kg
WEIGHT SAVING: -4,9 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
FAT BOY/BREAKOUT M.Y. 17-24
STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Satin
ORIGINAL WEIGHT: 10,6 kg
ZARD WEIGHT: 5,7 kg
WEIGHT SAVING: -4,9 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
BLACK STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 10,6 kg
ZARD WEIGHT: 5,7 kg
WEIGHT SAVING: -4,9 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
FAT BOY/BREAKOUT M.Y. 17-24
BLACK STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 10,6 kg
ZARD WEIGHT: 5,7 kg
WEIGHT SAVING: -4,9 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
POLISHED STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 10,6 kg
ZARD WEIGHT: 5,7 kg
WEIGHT SAVING: -4,9 kg
ZARD PERFORMANCE: + 2,1 hp

HARLEY-DAVIDSON  
FAT BOY/BREAKOUT M.Y. 17-24
POLISHED STAINLESS STEEL  
FULL KIT 2>1 E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 10,6 kg
ZARD WEIGHT: 5,7 kg
WEIGHT SAVING: -4,9 kg
ZARD PERFORMANCE: + 2,1 hp

1800-2702 1800-2705

1800-2703 1800-2706

1800-2704 1800-2707

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S
FAT BOB 114

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S
FAT BOB 114

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S
FAT BOB 114

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
FAT BOY 114
BREAKOUT 117

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
FAT BOY 114
BREAKOUT 117

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
FAT BOY 114
BREAKOUT 117



The slip-ons for the Harley-Davidson® Softail, is a dual slip-ons system, 
made of Aisi 304 stainless steel, consisting of 2 mufflers with a billet 
black anodized aluminum end cap.
Designed by the Centro Stile Zard, this complete kit is for Euro 4 and 
Euro 5 homologated, available in satin, matte black Cerakote® and 
polished finish. The weight savings are incredible (-4.9 kg for the Euro 
4/5 homologated compared to the standard exhaust system) with a real 
increase in engine performance (+2.1 hp for the homologated version 
compared to the standard exhaust system).
The mufflers are compatible with the following models in the Softails range 
equipped with the Milwaukee-Eight engine from 2017 to 2024.



HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
BLACK STAINLESS STEEL  
SLIP-ONS WITH BLACK END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 3,9 kg
WEIGHT SAVING: -4,1 kg
ZARD PERFORMANCE: + 1,1 hp

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
BLACK STAINLESS STEEL  
SLIP-ONS WITH BLACK END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 4,4 kg
WEIGHT SAVING: -3,6 kg
ZARD PERFORMANCE: + 1,1 hp

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
POLISHED STAINLESS STEEL  
SLIP-ONS WITH BLACK END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 3,9 kg
WEIGHT SAVING: -4,1 kg
ZARD PERFORMANCE: + 1,1 hp

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
POLISHED STAINLESS STEEL  
SLIP-ONS WITH BLACK END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 4,4 kg
WEIGHT SAVING: -3,6 kg
ZARD PERFORMANCE: + 1,1 hp

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
STAINLESS STEEL  
SLIP-ONS WITH BLACK END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Satin
ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 4,4 kg
WEIGHT SAVING: -3,6 kg
ZARD PERFORMANCE: + 1,1 hp

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-24
BLACK STAINLESS STEEL 
SLIP-ONS WITH BRONZED END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Aluminium bronze Cerakote®

FINISH: Black Cerakote®

ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 4,4 kg
WEIGHT SAVING: -3,6 kg
ZARD PERFORMANCE: +1,1 hp

1801-1816

1801-1817

1801-1818

1801-1819

1801-1820

1801-1821

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
LOW RIDER ST
SOFTAIL STANDARD
STREET BOB 114
LOW RIDER S



HARLEY-DAVIDSON  
BREAKOUT/FATBOY M.Y. 17-24
BLACK STAINLESS STEEL  
SLIP-ONS WITH BLACK END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 4,4 kg
WEIGHT SAVING: -3,6 kg
ZARD PERFORMANCE: + 1,1 hp

HARLEY-DAVIDSON  
BREAKOUT/FATBOY M.Y. 17-24
POLISHED STAINLESS STEEL  
SLIP-ONS WITH BLACK END CAPS 
E 4/5 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 8 kg
ZARD WEIGHT: 4,4 kg
WEIGHT SAVING: -3,6 kg
ZARD PERFORMANCE: + 1,1 hp

1801-1834 1801-1835

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
BREAKOUT 117
FAT BOY 114

THIS PRODUCT IS COMPATIBLE WITH
THE FOLLOWING MODELS:
BREAKOUT 117
FAT BOY 114





Zard Conical for the Harley-Davidson® Sportster 883/1200, are designed to 
seamlessly integrate with the various configurations of the Sportster lineup.
Made from AISI 304 stainless steel, these 2in1 kits are characterized by 
their racing design and a wide range of finishes that enhance the well-
defined character of your sportster. They are available in the following 
versions: available in satin, matte black Cerakote® and polished finish.
Zard Conical 2in1 for the Harley-Davidson® Sportsters are available in Euro 3 
Homologated version and come with the appropriate dB-Killers.
The exhaust are lightweight and help to increase performance, giving the 
bike the distinctive Zard sound.



HARLEY-DAVIDSON  
SPORTSTER 883/1200 M.Y. 14-16
STAINLESS STEEL  
CONICAL FULL KIT 2>1 E3 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Satin 
ORIGINAL WEIGHT: 10 kg
ZARD WEIGHT: 5,3 kg
WEIGHT SAVING: -4,7 kg
ZARD PERFORMANCE: +1,6 hp

HARLEY-DAVIDSON  
SPORTSTER 883/1200 M.Y. 14-16
BLACK STAINLESS STEEL  
CONICAL FULL KIT 2>1 E3 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Black Cerakote®

ORIGINAL WEIGHT: 10 kg
ZARD WEIGHT: 5,3 kg
WEIGHT SAVING: -4,7 kg
ZARD PERFORMANCE: +1,6 hp

HARLEY-DAVIDSON  
SPORTSTER 883/1200 M.Y. 14-16
POLISHED STAINLESS STEEL  
CONICAL FULL KIT 2>1 E3 HOMOLOGATED
KIT MATERIAL: Stainless steel
END CAP MATERIAL: Anodized aluminium
FINISH: Polished
ORIGINAL WEIGHT: 10 kg
ZARD WEIGHT: 5,3 kg
WEIGHT SAVING: -4,7 kg
ZARD PERFORMANCE: +1,6 hp

1800-2708

1800-2709

1800-2710

THIS PRODUCT IS COMPATIBLE WITH
SPORTSTER 883/1200 MODELS:
XL 883N IRON
XL 883 ROADSTER
XL 883L LOW
XL 1200C CUSTOM
XL 1200X FORTY-EIGHT
XL 1200V SEVENTY-TWO
XL 1200T SUPERLOW 1200T

THIS PRODUCT IS COMPATIBLE WITH
SPORTSTER 883/1200 MODELS:
XL 883N IRON
XL 883 ROADSTER
XL 883L LOW
XL 1200C CUSTOM
XL 1200X FORTY-EIGHT
XL 1200V SEVENTY-TWO
XL 1200T SUPERLOW 1200T

THIS PRODUCT IS COMPATIBLE WITH
SPORTSTER 883/1200 MODELS:
XL 883N IRON
XL 883 ROADSTER
XL 883L LOW
XL 1200C CUSTOM
XL 1200X FORTY-EIGHT
XL 1200V SEVENTY-TWO
XL 1200T SUPERLOW 1200T



HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 24
TOURING POLISHED

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-23
TOURING POLISHED

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-23
SOFTAIL POLISHED (EXC FAT BOY/BREAKOUT)

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-23
FAT BOY/BREAKOUT POLISHED

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-23
SOFTAIL BLACK (EXC FAT BOY/BREAKOUT)

HARLEY-DAVIDSON  
CRUISER/SOFTAIL M.Y. 17-23
FAT BOY/BREAKOUT BLACK

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 24
TOURING BLACK

HARLEY-DAVIDSON  
GRAND AMERICAN TOURING M.Y. 17-23
TOURING BLACK

1861-1796

1861-1790

1861-1792

1861-1794

1861-1793

1861-1795

1861-1797

1861-1791

OPTIONAL HEAT SHIELDS




